
Suggested Products

Conbextra GP
High-flow, non-shrink, cementitious grout conforming to the 
requirements of BS EN 1504-3 Class R4 and BS EN 1504-
6: Anchoring of reinforcing steel bar. For grouting of gap 
thicknesses 10 to 75 mm.

Nitoflor FC130
A two-component water dispersed epoxy resin coating system 
supplied in pre-weighed packs ready for on-site mixing and 
use. The cured film forms a hard, semi-matt seal to concrete 
and other substrates. Nitoflor FC130 is available in a range of 
standard colours and is also available in a clear grade.

Conbextra HF
High-flow, non-shrink, cementitious grout conforming to the 
requirements of BS EN 1504-3 Class R4 and BS EN 1504-6: 
Anchoring of reinforcing steel bar. For grouting of gap 
thicknesses 10 to 100 mm.

Renderoc HB45
High performance, hand applied, fibre reinforced medium 
density concrete reinstatement mortar conforming to the 
requirements of BS EN 1504-3 Class R4. Renderoc HB45 has 
been specifically developed for the repair of columns and 
beams, but because of its medium fresh wet density, is also 
suitable for soffit repairs.

Renderoc FC
Designed for vertical and overhead use to infill honeycombing 
and voids up to 3 mm deep in the surface of concrete which is 
not trafficked and is subsequently coated. Exhibits excellent 
thermal compatibility with concrete and is fully compatible 
with other Renderoc mortars. Renderoc FC is suitable for 
repair method 3.1 as defined by BS EN 1504-3.
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Intercrete® 4801 (Monomix HD)
A single component, water-based (VOC-free), polymer modified, 
fibre reinforced, high strength cementitious repair mortar. 
The thixotropic nature of the product enables easy high build 
hand, trowel and spray application for the structural repair of 
voids and the rendering and re-profiling of vertical, horizontal 
and overhead surfaces. Single pack system requiring only the 
addition of clean water and suitable for use on trafficked areas. 
CE-marked in accordance with BS EN 1504-3, Class R4.

Intercrete® 4802 (Fastfill)
A single component, water-based (VOC free), polymer 
modified, fibre reinforced, Portland cement based repair 
mortar.Specifically designed for the structural repair and 
reinstatement of concrete in heavy wear areas such as roads, 
runways, bridges, decks, floors, footpaths, tidal areas and 
areas which cannot be taken out of service for long periods. 
CE-marked in accordance with BS EN 1504-3, Class R4.

rbs Epoxy Pourable Grout
rbs Epoxy Pourable Grout is a three pack high flow epoxy grout, 
with excellent low temperature curing characteristics. High 
compressive and tensile strength gains make it capable of 
withstanding high dynamic loads. Also provides excellent chemical 
resistance, good flow characteristics and negligible shrinkage.
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Sikafloor 2540W
Sikafloor®-2540 W is a 2-part, low emission water based, 
coloured, epoxy resin based floor coating that can provide a low 
maintenance easy to clean smooth gloss finish. For medium - 
heavy wear conditions. Internal and external use.



Ultracrete IRR
UltraCrete Instant Road Repair® 10mm is a HAPAS Approved 
Permanent Cold Lay Surfacing Asphalt Concrete for first time 
permanent repairs in type 3 & 4 roads. It offers the benefits 
of an instant, first time permanent reinstatement, which when 
compacted, can be trafficked immediately.

An                             ® Brand

rbs Rapid Concrete
A rapid set, high early strength repair concrete, consisting 
of a dry blend of modified Portland Cement and limestone 
aggregate, with the addition of acrylic polymer. Its high 
performance exhibits a fast development of physical 
properties allowing early return to service, especially 
suitable for heavily trafficked areas.
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rbs Epoxy Mortar
rbs Epoxy Mortar is a three component bulk pack. Its 
high strength and non-shrink characteristics provides 
a repair mortar stronger than concrete in less than 24 
hours, as high adhesion, is impermeable to water, oil, 
petrol and resistant to many chemical spillages.
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webercem pyrabed T60
A cementitious product containing a blend of special 
cements and graded aggregates, which when mixed with 
water produces a fast setting bedding mortar for the rapid 
installation of ironwork and highway furniture. Can be 
applied to depth of 10 – 100mm in one pass and the rapid 
strength development characteristics allow the road to be 
opened to traffic in 60 minutes after placement.

webertec bedding mortar standard
webertec bedding mortar is a three-component, polyester-
based mortar for the bedding and fixing of manhole frames, 
airport landing lights, duct frames and precast concrete 
units. It has been formulated for easy mixing and placement, 
even at low temperatures and, when cured, provides a 
durable, chemically resistant bedding and fixing material 
with good bond strength.

Sikaflex® PRO3
A 1-component, moisture-curing, elastic joint sealant with high 
mechanical and chemical resistance. Designed for movement 
and connection joints in floors, pedestrian and traffic areas (e.g. 
parking decks, car parks), warehouses and 
production areas, applications in the food industry, sewage 
treatment plants, tunnel construction and in cleanrooms.

Sikaflex®-406 KC
Sikaflex®-406 KC is a 1-part self-levelling booster accelerated 
elastic floor joint sealant with high mechanical and chemical 
resistance. Rapid and homogeneous curing throughout the 
entire sealant is achieved by the addition of the Sikaflex®-406 
KC Booster. 

Nitoseal MS300 Grey
Nitoseal MS300 is suitable for sealing saw-cut and movement joints 
in internal floors, and external joints where abrasion resistance 
is required. It can also be used for external facade joints where a 
tougher seal is required.

Nitoseal MS600 Grey
Nitoseal MS600 is suitable for sealing movement joints in 
buildings and civil engineering structures including joints that 
will be subject to intermittent or permanent immersion.

Thioflex 600 (Gun & Pouring Grades)
The gun grade is ideal for general application. It is packed in a 
ready to mix, 2.5 litre tin containing the base and curing agent in 
the correct proportions. The pouring grade for joints in horizontal 
surfaces is supplied in 5 litre packs with the base and curing 
agent in separate tins. Thioflex 600 gun grade is particularly 
recommended for use in high-rise buildings and other applications 
where access for subsequent maintenance will be difficult and 
the risk of early movement failure must be minimised.  Thioflex 
600 pouring grade is recommended for initial sealing of expansion 
joints and stress relief joints in floors and sealing other horizontal 
surfaces.

rbs P400C Cartridge
rbs P400C is a styrenated polyester resin 400ml coaxial cartridge 
system with a resin to hardener ratio of 10 parts to 1. The cartridge 
has a coaxial nozzle outlet and is sealed with the screw cap.
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